
The Extended Camera Control Unit (CCU-E) for Atom SSM-500 

The Atom CCU-E (Extended) system is the high-level one of Vietex’s fiber CCU’s for Atom One family. It has 

been designed extra for the Super-Slow-Motion camera SSM-500. Due to the internal RS-485 telemetry, the 

CCU-E can be also used for all others Atom One cameras (Adapter cable between 10 pin and 6 pin Hirose 

connectors required). Because the SSM-500 cameras are mostly operated by cameraman, it needs full range of 

bidirectional communication like all other conventional studio cameras. The CCU-E meets this requirement.   

The power-hungry SSM-500 including lens is powered by CCU via hybrid cables SPMTE 311. In case of V-

mounted battery operation, the two units can be connected simply by lightweight and low cost tactical duplex 

cable. The Hirose 10-pin cable (Male-Female, 1m) allows the connection from SSM-500 to the camera adapter 

mounted on the same camera support/pedestal.  

1- The Atom CCU-E system features:  

- 4 x 3G SDI from camera to base unit 

- 1 x Genlock (Blackburst or Tri-Level-Sync) for camera 

- 1 x 3G SDI return for viewfinder 

- 1 x embedded audio out 

- Intercom system (4 wires) with separates level controls for command and PGM-audio 

- Ethernet for additional control or signal transport  

- Support all Atom one conform RCP’s. 3rd party hardware: Wico Box for Sony, Cyanview CIO or 

Ethernet-RS485 Converter can be build inside the 19” base unit to reducing adapter cables 

and external power supplies. 

- V-Mount for battery operation 

 

 



2- Mechanical design 

Base unit 19” 1HU, 225mm deep 

 

 

Camera adapter unit: 188 x 116 x 45 mm 

 

 

 

 



 

 

Possible example to dock the camera adapter to SSM-500 by V-Mount plate 

 

 

 

 

 

 



3-Technical Specs. 

Camera Head Adaptor Atom-CA E 

I/O Connectors  

Fiber Neutrik OptcalCon Duo as standard. Lemo as optional surcharge. 

3G SDI In 4 x BNC, Level-A/B, 0.8 Vp-p, 75 Ω, 2.970 Gbps/2.967 Gbps 

3G SDI-Out 1 (Return) 1 x BNC, Level-A/B, 0.8 Vp-p, 75 Ω, 2.970 Gbps/2.967 Gbps  

Genlock Out 1 x BNC, SMPTE ST274, tri-level sync, 0.6 Vp-p, 75 Ω 
SD: Black burst (NTSC: 0.286 Vp-p, 75 Ω/PAL: 0.3 Vp-p, 75 Ω) or NTSC 10F-BB 

Ethernet 1 x RJ-45 10/100 mbps 

Tally-Out 1 x 3 Pin Mini XLR, protected by 200 Ω Inline Resistor 

Camera 1 x Hirose 10 pin female HR10A-10R-10S 

Intercom Can be XLR Male/Female, 3,4,5 pin, according to customer's Headset 

   

General  

Body Size 188 mm x 114 mm x 45 mm LxWxD 

Weight 1,0 kg 

Power Consumption Approx. 6W (without camera).With camera= 60W max. 

Operating temperature 0°C to 45°C (32°F to 112°F) 

   

Camera Control Unit CCU-E   

I/O Connectors  

Fiber Neutrik OpticalCon Duo. Lemo as optional surcharge. 

3G SDI-Out 4 x BNC, Level-A/B, 0.8 Vp-p, 75 Ω, 2.970 Gbps/2.967 Gbps 

3G SDI-In (return) 1 x BNC, Level-A/B, 0.8 Vp-p, 75 Ω, 2.970 Gbps/2.967 Gbps 

Genlock in 1 x BNC, SMPTE ST274, tri-level sync, 0.6 Vp-p, 75 Ω,SD: Black burst (NTSC: 
0.286 Vp-p, 75 Ω/PAL: 0.3 Vp-p, 75 Ω) or NTSC 10F-BB 

Ethernet 1 x RJ-45 10/100 mbps, auto cross 

Tally-in Sub-D 9 Pin, support closure or open 

Remote Control RS-485  Sub-D 9 Pin, together with Tally 

IP-RCP RJ-45 for IP-RCP (Skaarhoj or Cyanview) 

USB USB 3 receptacle for control the camera from Laptop 

Intercom-Out 1 x XLR-3 Pin male -20dB - + 4dB 

Command-In 1 x XLR-3 Pin female -20dB - + 4dB 

PGM-Audio-In 1 x XLR-3 Pin female -20dB - +4 dB 

General  

Size 19" 1HU, 35mm deep 

Weight 7 kg 

Power Consumption Approx. Max 6W without camera. With camera= 60W max. 

Operating temperature 0°C to 45°C (32°F to 112°F) 

Power Option  

60W over 250 m Hybrid cable Neutrik Optical Con Duo, standard 

80W over 800 m Hybrid cable Lemo EDW FXW only: Special option with surcharge: Please call! 

 

 

 



End-user prices EUR, excl. VAT:  

 

CCU-S 
-Set of two boxes: CCU and CA unit 
-2 x AC/DC Adapter 12V, 1,5A 
-Manual 

1.195,00 

 

CCU-U 
- 19” 1HU + Blind plate for 2nd channel + 230V- power cord 
- Camera Adapter box with V-Mount + Power Adapter  
- USB-USB 1m cable to connecting the laptop     
- Manual 

2.400,00 

 

CCU-E 
- Base unit 19” 1HU + 230VAC power cord 
- Camera Adapter box with V-Mount + Neutrik OpticalCon 
Duo  
- USB-USB 1m cable to connecting the laptop     
- Manual 

7995,00 

Optional Accesories   

 

ATC-4 Cable: Hirose 10 pin cable 1m 195,00 

 

CCA-5 cable 2 x 8-pin Hirose 1,0m-2,0m for Sony RCP 149,00 

 

ATB-Cable Mini-BNC-BNC 75 Ohm  1,0 m 65,00 

 

ATC-1 Cable: 6-pin Hirose male to female 1,0 m 119,00 

 

ATC-2 Cable: 6-pin Hirose  male to 3 pin mini XLR male 1,0m 129,00 

 

Ethernet-RS485 converter for Skaarhoj  + ATC-3 cable: 
Terminal block to 3 pin mini XLR male 1,0m + Power supply 

89,00 



 

Ethernet-RS485 converter for Skaarhoj  + ATC-3 cable: 
Terminal block to 3 pin mini XLR male 1,0m + Power supply. 
This option is only for CCU-S. 
It’s included in the CCU-U system  

139,00 

 

Cyanview RCP + CIO: http://www.cyanview.com/cy-rcp/   

 

Cyanview CIO for two cameras, to be built inside the 19” 
1HU CCU for 2 channels http://www.cyanview.com  

 

 

Sony RCP 700-1500 Series: www.sony.com    

 

Wico-Box for Sony RCP: Can be built in the 19” chassis of 
the CCU-U. Can be built in the 19” chassis of CCU-U for 1 
channel 

1150,00 

 

Skaarhoj RCP: https://www.skaarhoj.com  

 

Hybrid cable OpticalCon Duo, 100m-200m on Schill drum  Please call 

 

Info: Vietex Media GmbH 
Aachenerstr. 1039, 50858 Cologne Germany 
Tel: +49-221-5105377 
Fax: +49-221-5105232 
Web: www.vietexmedia.com 
mail: Vertrieb@vietexmedia.com 

http://www.cyanview.com/cy-rcp/
http://www.cyanview.com/
http://www.sony.com/
http://www.vietexmedia.com/

